NANLUX

INNOVATE - ILLUMINATE

Evoke 50008 si-coion

Define the Future

1. The world’s first 5000W LED light with CCT range 2700K-6500K
and +80 green/magenta adjustment

2. Outstanding color rendition with CRI/TLCI average 97/98
3. Innovative Nebula B4 Light Engine ensures excellent light quality

4. Remarkable illuminance 57,000 lux@5m (5600K, with 30° reflector),
approaching that of a 9kW HMI or 24kW tungsten light

5. All-in-one design by integrating the lamp head, control unit,
and power supply

6. Constructed with high-strength magnesium alloy and
IP66-rated housing

7. Comprehensive wired and wireless control methods
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On-board Remote ControllerNANLINK APP DMX/RDM LumenRadio  Art-Net/sACN Wired Controller NFC
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Includes:

200V-240V countries/regions: Evoke 5000B x 1, Yoke x 1, AC Cable 2m x 1, AC Aviation Plug x 1, RF-NL-L-30 Reflector 30° x 1,
USB Flash Drive x 1, WC-EXT Wired Controller x 1 (Connection Cable 8m x 1, AS-MB-1 Magnetic Base x 1, Carrying Bag x 1),

User Manual x 2 (Evoke 5000B + WC-EXT)

100V-125V countries/regions: Evoke 5000B x 1, Yoke x 1, AC Cable 7.5m x 1, AC Aviation Plug x 1, RF-NL-L-30 Reflector 30° x 1,
USB Flash Drive x 1, WC-EXT Wired Controller x 1 (Connection Cable 8m x 1, AS-MB-1 Magnetic Base x 1, Carrying Bag x 1),
User Manual x 2 (Evoke 5000B + WC-EXT)

Multiple Accessories, More Applications
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SB-NLM-100-S SB-NLM-120-PR SB-NLM-150-PR SB-NLM-150-0 LT-NLM-120 RF-NL-PB
Square Softbox 100cm Parabolic Softbox 120cm  Parabolic Softbox 150cm  Octagonal Softbox 150cm  Lantern Softbox 120cm NL70 Parallel
Beam Reflector

RF-NL-L-30 RF-NL-L-45 RF-NL-L-60 BD-NLM FL-28*
30° Reflector 45° Reflector 60° Reflector Barndoor for Evoke Motorized Fresnel Fresnel Lens
with NL Mount Lens 16°-50°
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FL-35E* PJ-NLM-15-30* YK-E-EVL AS-PJA-EV* WC-LM6P-C1 CC-EV5000-FT
Motorized Fresnel NL Mount Projection Motorized Yoke Projection Adapter 6 Pin Wired Controller Flight Case

Lens 15°-46° Attachment 15-30° for Evoke Fixtures

*the fixture's output will be automatically limited
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Model
Rated Power

Input Voltage
/Current

CcCcT
CRI
TLCI
TM-30
Dimming
IP Rating
Control

Effects

Product Size

Product Weight

CCT
Distance
Light Only

With RF-NL-L-30
Reflector 30°

With RF-NL-L-45
Reflector 45°

With RF-NL-L-60
Reflector 60°

With FL-45E (16°)
With FL-45E (50°)

With RF-NL-PB
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Technical Data

Evoke 5000B

5000W (200V-240V)
5200W (100V-125V)

AC100V-240V/52A(Max) 50/60Hz

2700K-6500K (G/M+80)

Average 97
Average 98

Rf: average 96 / Rg: average 102

0.0%-100.0%, by 0.1% increment

IP66
On-board, Wired Controller, Nanlink App, Remote Controller, DMX/RDM, LumenRadio CRMX, Art-Net/sACN, NFC
CCT Loop, INT Loop, Flash, Pulse, Storm, TV, Paparazzi, Candle/Fire, Bad Bulb, Firework, Explosion, Welding

Light Fixture (without COB protective cap): 556.7 x 457 x 420.9mm /21.92 x 17.99 x 16.57"
Yoke: 795.9 x 660 x 166mm / 31.33 x 25.98 x 6.54"

Light Fixture (without COB protective cap): 43.12kg / 95.06lb
Yoke: 3.42kg / 7.531b

lllumination (lux / fc)

3200K 5600K
5M 10M 15M 20M 5M 10M 15M 20M
6380 lux 1770 lux 646 lux 363 lux 7720 lux 2137 lux 778 lux 437 lux
593 fc 164 fc 60 fc 34 fc 717 fc 199 fc 72 fc 41 fc
47600 lux 11200 lux 4500 lux 2565 lux 57000 lux 13880 lux 5440 lux 3010 lux
4422 fc 1040 fc 418 fc 238 fc 5295 fc 1289 fc 505 fc 280 fc
19780 lux 5080 lux 1968 lux 1072 lux 24020 lux 6220 lux 2351 lux 1302 lux
1838 fc 472 fc 183 fc 100 fc 2231 fc 578 fc 218 fc 121 fc
13160 lux 3570 lux 1341 lux 721 lux 16140 lux 4360 lux 1581 lux 870 lux
1223 fc 332 fc 125 fc 67 fc 1499 fc 405 fc 147 fc 81 fc
66900 lux 16760 lux 6620 lux 3640 lux 79500 lux 19640 lux 7790 lux 4300 lux
6215 fc 1557 fc 615 fc 338 fc 7386 fc 1825 fc 724 fc 399 fc
10700 lux 2977 lux 1110 lux 608 lux 12520 lux 3360 lux 1287 lux 713 lux
994 fc 277 fc 103 fc 56 fc 1163 fc 312 fc 120 fc 66 fc
122000 lux 28460 lux 12030 lux 6760 lux 146100 lux 34500 lux 14490 lux 8110 lux
11334 fc 2644 fc 1118 fc 628 fc 13573 fc 3205 fc 1346 fc 753 fc
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